Installation / Machine Start-up

3

Section 3

describes the exact routines necessary to start the machine operation.
Before putting the machine in operation you should be familiar with
the information of section 2 (controls and connectors).
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1 Instructions for the "Installation and Startup" routines

The sequence of the listed installation procedure depends on the following parameters:

e Size of the installation room.

e Supply and disposal connections "below the machine" or through the "lower front panel".
e Person doing the installation.

Please check these facts and arrange the routines in the most favorable sequence for the
required installation.

2 Positioning and adjustment

¢ Position the machine without the panels at the final installation site.

¢ Insert the developer, fixer 1, fixer 2, and water racks in the machine.

A Do not yet insert the crossover rollers and the intermediate wash rack!

e Tilt the processor to the left or right
respectively, and insert sufficiently high
wedges under the processor.

e Loosen the lower hexagon nut (C).

A
A e The upper hexagon nut (B) is
welded on the machine — do
‘— not remove with force!
©
Y it Turn the adjustable foot (A, E) for fi
- e Turn the adjustable foot (A, or fine
g e adjustment of the machine.
e Sleeve (D) must not be removed
D a (minimum distance to the floor)
e Tighten the lower hexagon nut (C) only
- after the fine adjustment of the machine

height is completed.
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A fine adjustment of the machine height
should only be made after the complete
processor installation.

e Measure in film transport direction by
means of a spirit level:

= Place the spirit level on the upper tie-
rods, left and right hand rack side.

= Adjust the height of the rear and front
feet, to ensure that the machine is
level in transport direction.

e Measure crosswise to the film transport
direction by means of a spirit level.

= Place the spirit level on the upper tie-
rod of the developer and water racks
and adjust the feet height on the right
or on the left.

e Check the adjustment in vertical and
horizontal direction, if necessary correct
again.

o Tighten the hexagon lock nuts.
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