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1. Positionsplan von Walzen und Leitelementen Typ 5203/100 bis 1155

Location scheme of rollers and guide plates Type 5203/100 up to SN1155

Schéma d’emplacement: galets et plaques de guidage Type 5203/100 jusqu’a NF1155
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Leitelement, Guide plate, Plaque de guidage
Leitelement, Guide plate, Plaque de guidage
Leitelement, Guide plate, Plagque de guidage
Leitelement, Guide plate, Plaque de guidage
Leitelement, Guide plate, Plaque de guidage

ZWISCHENWASSER-RACK
INTERMEDIATE WASH RACK
RACK LAVAGE INTERMEDIATE

CM+7.5200.5116.4
CM+7.5200.5603.0
CM+7.5200.5115.5

CM+7.5200.5401.4
CM+7.5200.5501.1

FIXIER-RACK TROCKNER /
FIXER RACK DRYER/
RACK FIXATEUR EOITER

ENTWICKLER-RACK WASSER-RACK

DEVELOPER RACK WATER RACK

RACK REVELATEUR RACK EAU
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Gummiwalze, grau

Rubber roller, grey / Rouleau en cautchouec, gris
Gummiwalze, grau

Rubber roller, grey / Rouleau en cautchouec, gris
PU-Walze, gelb

PU roller, yellow / Rouleau pu, jaune
PU-Walze,gelb

PU roller, yellow / Rouleau pu, jaune
Gummiwalze, grau

Rubber roller, grey / Rouleau en cautchouec, gris
Gummiwalze, grau

Rubber roller, grey / Rouleau en cautchouec, gris
PVC-Walze, grau

PVC roller, grey/ Rouleau de pvc, gris
Gummiwalze, schwarz

Rubber roller, black / Rouleau en cautchousec, noir
Schaumstoffwalze, grau

Foamed roller, grey / Rouleau de mousse, gris
Stahlwalze

Steel roller / Rouleau en acier

PVC-Walze, grau

PU roller, grey / Rouleau de pvc, gris

==

VERTEILERWALZEN-EINRE]T
DISTRIZUTOR ROLLER UNIY
MODULE DE ROULEAUX DISTBIBUTION

(@ 22,5 mm) CM+8.5200.5150.0
(@ 48,0 mm) CM+8.5200.5160.0
(@ 48,0 mm) CM+8.5200.5420.0
(@ 22,5 mm) CM+8.5200.5430.0
(@ 24,0 mm) CM+8.9460.2530.0
(@ 24,0 mml? CM+8.9460.2330.0
(@ 24,0 mm‘iP CM+8.9460.2430.0
(@ 16,0 mm) CM+8.8187.6640.1
(@ 16,0 ol CM+8.8195.6660.0
(@ 16,0 mm) CM+7.8195.6641.0
(@ 22,5 mm) CM+8.5200.5170.0
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3. POSITIONSPLAN von Walzen und Leitelementen Typ 5203/100 ab FN2436;Typ|5203/140 ab FN2201

" Location scheme of rollers and guide plates from Type 5203/100 from SN2436‘ Type 5203/140 from SN2201
Schéma d’emplacement: galets et plaques de guidage Type 5203/100 a partir q,lu NF2436; Type 5203/140 a
partir du NF2201

A Leitelement, Guide plate, Plaque de guidage CM+7.5200.5116.4
B Leitelement, Guide plate, Plaque de guidage CM+7.5200.5603.0
C Leitelement, Guide plate, Plaque de guidage - CM+7.5200.5115.5
D Leitelement, Guide plate, Plaque de guidage CM+7.5203.5858.0
E Leitelement, Guide plate, Plaque de guidage CM+7.5203.5852.0
F Leitelement, Guide plate, Plaque de guidage CM+7.5203.58$4.0
G Leitelement, Guide plate, Plaque de guidage CM+7.5203.5704.0

E-RACK ZW-RACK.  F-RAEK

1 Gummiwalze, grau (@ 22,5 mm) CM+8.5200.5150.0
Rubber roller, grey / Rouleau en cautchouec, gris

2 Gummiwalze, grau (2 48,0 mm) CM+8.5200.5160.0
Rubber roller, grey / Rouleau en cautchouec, gris

3 Gummiwalze, grau (@ 22,5 mm) CM+8.5203.5870.0
Rubber roller, grey / Rouleau en cautchouec, gris

4 PU-Walze, gelb (2 48,0 mm) CM+8.5200.5420.0
PU roller, yellow / Rouleau pu, jaune

5 PU-Walze,gelb (@ 22,5 mm) CM+8.5200.5430.0
PU roller, yellow / Rouleau pu, jaune

6 PU-Walze, gelb, matt (@ 22,5 mm) CM+8.5200.5440.1
PU roller, yellow, mat / Rouleau de pu, jaune, mat

H Gummiwalze, grau (@ 22,5 mm) CM+8.5203.6530.0
Rubber roller, grey / Rouleau en cautchouec, gris

L Gummiwalze, schwarz (2 16,0 mm) CM+8.8187.6640.1
Rubber roller, black / Rouleau en cautchousec, noir

I Schaumstoffwalze, grau (< 16,0 mm) CM+8.8195.6660.0
Foamed roller, grey / Rouleau de mousse, gris

K Stahlwalze (@ 16,0 mm) CM+7.8195.6641.0

Steel roller / Rouleau en acier
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4. Hints on the handling of racks

During disassembling the racks always place the rack vertically on the board of the RACK SIDE WHICH IS NOT

DRIVEN. Only then remove the retaining plate, otherwise the rack parts fall off (only plugged in) which means a lot of
work.

Hinweise zur Behandlung der Transportracks

Wahrend dem Zerlegen der Racks sollen diese immer auf dem Tisch liegen vertikal auf der RACKSEITE die
NICHT ANGETRIEBEN ist. Nur dann die Seitenplatte entfernen. Anderenfalis fallt das Rack auseinander (Teile nur
zusammengesteckt), was einen grossen Arbeitsaufwand bedeutet.

Conseils de manipulation du rack de transport

Pendant le désassemblage du rack placez-le toujours a la verticale sur une table, du c6té qui n’est pas
entrainé. Ce n'est qu'a ce moment que vous pouvez retirer la plaque latérale| autrement le rack tombe en plusieurs
morceaux (les pieces sont juste enfichées) ce qui signifie pour vous beaucoup de travail d'assemblage.
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